Product data sheet M DT

TECHNOLOGIES

RF-FGES.01S
KNX RF+ Window Handle, Secure, Stainless Steel

Product description:

Windows and patio or balcony doors become smart in a simple and discreet way with the MDT KNX RF
+ window handle. In combination with an MDT universal actuator or shutter actuator, functions such as
ventilation or lock-out protection during automatic shading become possible.

Product functions:

KNX RF+ Protocol in System Mode

MDT homeXpert compatible

KNX Data Secure

Registers the handle positions: closed, tilted and open

Up to 8 years of battery life through automatic DeepSleep

Alarm function with message in the event of strong vibrations of the frame or window pane
With battery tray, including 2 x AA batteries

Dimensions without handle (H x W x D): 145 x 36 x 27 mm

Square spindle: 7 mm, length variable: 32 ... 43 mm
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Product data sheet

Technical data:

MDT

TECHNOLOGIES

Device Device type RF+ Window Handle
Article Number RF-FGES.01S
EAN/ GTIN 4251916114374
Colour Stainless steel
Dimensions (H x W x D) 145 x 36 X 27 mm
Weight, gross (incl. packaging) 0.36 kg
Protection classification 1P20
Installation type Screw mounting
Certification EU Declaration of Conformity, according to

Directive 2014/53/EU

Transmission frequency 868.0 ... 868.6 MHz ™
Range in the free field 150 m
Output level 10 dBm
Sensitivity >-105 dBm
Compatibility (mode) KNX RF S-Mode
Weight, net 0.27 kg
Battery type Alkaline-Manganese Battery (LR6)
Number of batteries 2
Battery life up to 8 years

KNX KNX Medium KNX RF 1.R
KNX Application as of ETS 5 (latest)
KNX Secure KNX Data Secure

*1 The use of the 868#MHz frequency band is subject to national regulations. Before commissioning, ensure that the applicable legal requirements

of the respective country are reviewed and complied with.

I

144,6

10...43

()

1

43

(©)

130

MDT technologies GmbH « Papiermiihle 1 « 51766 Engelskirchen « Germany

Telephone +49 (0) 2263 880 « knx@mdt.de » www.mdt.de

212 KNX

Technical modifications and corrections may be made without notice. Images may differ.
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